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WEBPLIANCE 4MP LIGHT & AUDIBLE AIOT BULLET CAMERA 

Key Features 

• High quality image with 4MP, 1/2.7"CMOS sensor

• 4MP (2688*1520)@ 30/25fps; 4MP (2560*1440)@ 30/25fps; 3MP (2304*1296) @30/25fps; 2MP (1920*1080)
@30/25fps;

• Ultra 265, H.265, H.264, MJPEG

• Supports sound and light alarm linkage. When Smart intrusion preven�on is triggered , the camera links sound
alarm and light linkage.

• 120dB true WDR technology enables clear image in strong light scene

• Support 9:16 Corridor Mode

• Built-in Mic and Speaker

• Smart IR, up to 30m (98�) IR distance

• Supports 256 G Micro SD card

• IP67 protec�on

• Support PoE power supply

Specifica�ons 

Camera Specification 

Camera Type IP 
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Form Factor Bullet 

Resolu�on 4MP 

Max Resolu�on 2688 X 1520 

Frames Per Second 30 FPS 

Image Sensor 4MP, 1/2.7"CMOS sensor 

Lens Type Fixed Lens 

Focal Length 2.8mm 

Field of View 101.1° 

Illumina�on Infrared or Color Mode 

IR Range Up to 100� 

Video Compression Ultra H.265, H.265, H.264 

Max Video Bitrate 16Mbps 

Weatherproof Ra�ng IP67 

Audio 2-Way Audio

Onvif Compa�ble Yes 

Ac�ve Deterrence Lights & Sounds 

Intelligent Events Cross Line Detec�on, Area Entrance Detec�on, Area Exit Detec�on, Intrusion Detec�on, Face Detec�on, People Coun�ng, Crowd 
Density Monitoring 

Ar�ficial Intelligence Yes 

Onboard Storage Up to 256GB 
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Power Supply POE

Power Consump�on Max 11.5W

Opera�ng Temperature -22°F ~ 140°F
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